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PAVEMENT KERBSTONE
—PORPHYRY 34" - 4 4"
GUTTER <@ INCLINATION SLOPE > 1.5% BEDDING LAYER APPROX. 17~ 1/
7
4 FOUNDATION
‘ EXISTING PAVEMENT |
SAW-CUT JOINT
SEAL JOINT
@ KERBSTONE MIN. 4" WIDE x 10" DEEP
- GUTTER
3 BEDDING LAYER APPROX. 1" - 14"
CONCRETE BASE

WIRE WELDED FABRIC OR STEEL RE-BAR AS REQUIRED
PORPHYRY PAVER 3 }4" - 4 4"
SAND FILLED JOINTS

VARIABLE THICKNESS

| 2" (50 mm) DIA. DRAIN HOLES EVERY 30" 0.C.
FILL WITH NO. 8 AGGREGATE

| - COMPACTED, OPEN GRADED
EIEIE) |EmEE == N=NI=I[I=I|[ _ AGGREGATE SUBBASE AS REQUIRED

T T T = T TI—I T TR [I=—ITI—] __ GEOTEXTILE BELOW THE SUB-BASE SEPARATING

THE NATIVE SOIL FROM THE AGGREGATE

COMPACTED SOIL SUBGRADE

RE-BAR AS REQUIRED

STABILIZE BASE WITHIN

3 FT. (1.0 m) OF CONCRETE CURBS

RECOMMENDED DETAIL FOR SAND SET PAVERS OVER A CONCRETE BASE. DRAINAGE HOLES PROVIDE DRAINAGE FOR WATER
THAT ENTERS THE BEDDING LAYER THROUGH THE JOINTS. THE SAME DETAIL APPLIES FOR PAVER OVERLAYS ON ASPHALT.

NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

2. DO NOT SCALE DRAWINGS.

3. IT IS RECOMMENDED THAT A QUALIFIED CIVIL ENGINEER BE CONSULTED FOR PROJECTS USING ANY PERMEABLE PAVER
APPLICATIONS TO OBTAIN OPTIMAL RESULTS. INFORMATION PROVIDED HERE IS AN OVERVIEW AND IS NOT A SUBSTITUTE, OR
MEANT TO REPLACE THE SERVICES OF EXPERIENCED ENGINEERING SKILL OR JUDGMENT.

4. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info
REFERENCE NUMBER 1051-007.
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